
This uses two 8877õs 





È This slide presentation is for informational purposes only.

È No warranty and no responsibility is given for the 
procedures and outcome of this experimental project.

È Your amplifier has been designed by the factory for proper 
operation.  Making any changes/modifications  to your 
amplifier will void any warrantees, and could damage your 
amplifier and make it  non operational.

È Any changes you make , you accept full responsibility. 



È If you choose to modify your 
amplifier, you do so at your 
own risk.

È Inside the amplifier are high 
voltages which can kill you.

È Always have the amplifier 
unplugged and the plug 
connection in your sight before 
touching anything.

È You assume all risk for your 
safety and work you perform.

È I express or imply no 
guarantees.

È WARNING!!
È MAKE NO ATTEMPT TO PUT 

THIS AMPLIFIER IN SERVICE 
WITH THE COVER 
REMOVED!

È CONTACT WITH VOLTAGES 
INSIDE THIS AMPLIFIER CAN 
BE FATAL! ALWAYS

È DISCONNECT THE 
AMPLIFIER FROM THE 
POWER MAINS AND WAIT 
FOR THE FILTER

È CAPACITORS TO DISCHARGE 
BEFORE REMOVING THE 
COVER.



È 1  X  12 volt Zenor diodes 50 watts dissipation  or 
use the 6A-10 diodes in series.

È 2  x  Eimac 3cx1500 or yu-209

È 2  X  Complete tube sockets with grid clips 
installed

È 2  X  391-1500 LLT, Tube, Chimneys for 
8877

È 2 X  Fuse Clip, Gould PN: 60310, IN Pair

È 6, 6A-10 diodes 

È K2AW's Silicon Alley 175 Friends Lane Westbury 
NY 11590 +1-516-334-7024 

È Tube Man Richard Hale,
È 902 Lothian Dr.
È Tallahassee, FL. 32312-2820
È Alternate :  Tube supplier
È Richardson Electronics
È 1-800-348-5580

RF Parts  1-800-737-2787
South Pacific Street,  San Marcos, Ca 92078

È Ameritron                                    Phone 662-323-8211

È Ameritron                                   Phone 662-323-8211

È Rf Parts   1-800- 737-2787 



È Remove 
existing 
tubes , tube 
sockets, and 
connection 
to original 
tubes, then 
install need 
sockets as 
pictured 
here.



È Remove bottom cover 
of RF deck exposing 
existing 3-500 tube 
sockets. Remove the 
tube sockets.

È Filament choke

È Alc Connection

È RF input

È SWR Meter connection



È Note RF input Caps to 
Cathode

È Alc Connection

È Filament choke

È Black wires (2) Grid meter 
indictors, leave disconnected.

È This is original set up before 
modification



È RF input 
to cathode

È Original 
connection



È Note 
Capacitor 
disconnected, 
this is the Alc
control

È Black wires 
are for Grid 
Current 
reading, leave 
both 
disconnected

È Grid meter 
will not be 
operational:



È The next slide shows one way to wire the sockets 
for the connections: 

È The filaments are wired in series, note the numbers  
on diagram, the  pin connecting to the center of the 
8877 is pin  number 5.

È Heater is pin 1 and 5

È Cathode is 2 ð3 ð4 ð6 ð7 

È The top portion of the next diagram is not used  in 
this project:





RF to Cathodes

Filament connections

Alc connection 

Swr meter connection

È Note wiring, 
double check all 
connections:

È They must be 
secure.

È Tubes filaments 
are wired in 
series.



È Note filament wiring:

È Note  L10 is connected where 
the input RF is connected, same 
point as RF input.


